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Strother Creek 
Water Body IDs: 2751 and 3960" 


Water Body Segment at a Glance: 


Reynolds and Iron 
Between Bixby and Oates 
Smiles 2751) 

0.9 miles (3960) 

Pollutants: ‘Arsenic, lead, nickel, zine 
and aquatie macroinvertebrate 
bioassessments 

Source: Buick Mine 


‘Schedule for TMDL development: 
‘TMDL development schedules are subject to change. 
‘The most current schedule for TMDL development is avilable onthe department's website at 


daz mo govlenv/wpp/tmdl/wpe-tml- progress him 


Description of the Problem 
A water body is considered impaired whem it fails to mect applicable water quality standards, Water 
‘quality standards consist of designated uses, waler quality citria, an antidegradation policy and 
implementation procedures. Stother Creek i impaired due to exceedances of state wier quality 
caiteria that protect aquatic life designated uses, 


Designated uses of Strother Creek* 
Warm Water Habitat (WWH), 
Cool Water Habitat (CLH) €WBID 2751 only 
Whole Body Contact Recreation Category B (WBC-B) 
Secondary Contact Recreation (SCR) 
Human Health Protection (HHP) 
Irrigation (IRR) 
Livestock and Wildlife Protection (LWP) 


ty adaionw those pei esl waters the stat ar protect bythe pene water quay exe hae 
specie inthe sat’ Water Quality Sard at 10 CSR 20-7081 


rage ol 


Designated Uses that ure Impaired 
Warm Water Habitat (WWE), 
General Criteria 


Criteria that Apply 
+ Missouri Water Quality Standards for toxie substances at 10 CSR 20-7.031(5)\(B)1 sate 


‘Water contaminants shall nt eause the criteria in Tables A and B to be exceeded 
‘Concentrations ofthese substances in bottom sediments of wars shall not harm benthic 
‘organisms and shall not accumulate through the food chain in harmful concentrations, oor shall 
‘sate ad federal maximum fish issue levels for fish consumption be exceeded, 


+ Table A of the Water Quality Standards contains dissolved metas criteria fr the protection of 
aquatic life designated use (WWH). These acute and chronic criteria are hardness dependent and 
are calculated using various formulas that are provided for in Table A, 


+ Missouri has no numeric rier for metals in sediment Likewise, federal guidelines have not 
set been established for wni chemical in steam or lake sediments In ie of such eteria, 
Probable Effect Concentrations, ot PECs, suggested by MeDonald, tal ae se 0 asess 
toxicity im stream sediments. PECs are the concentrations at which some toxic effect on aquatic 
Ties ikely 


+ Missouri streams are also protected by the general criteria found at 10 CSR 20-7.031(4), The 
particular general criteria that apply to Center Creek include: 


(D) Waters shall be free from substances or conltions in sulfiient amounts to result in toxicity 
‘o human, animal. or aguatic ite 

(G) Waters shall be free from physical, chemieal or hydrologic changes that would impair the 
natural biological community 


Assessment and water quality data 
{A stream is judged to be impaired due to dissolved metals when ether the chronic or acute criteria, 
fare exceeded on more than one occasion during the last three years for which data is available. For 
‘Strother Creck, dissolved lead values exceeded the chrome eritrion four times and the acate 
Criterion for dissolved ine was excecded five times For metals in sediment, a stream is judged to 
be impaired when the recommended PEC value is exceeded hy more than 150 percent. In Strother 
(Creek, PEC values were exceeded for arsenic, nickel ead and zinc. In addition to these various 
metal itera, Strother Creek was also determined 1 be impaired due to a measured lack of 
invertcrate species diversity and density when compared to reference streams, More information 
regarding the assessment of Strother Creck as impaired can be found on the departments website at 
daz mo govlenv/wpp/waterquality/303d his, 
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"TMDL for Strother Creck 
"The Strother Creck TMDL will calculate the maximum amount ofeach listed pollutant that dhe 
stream ean receive and still mect waler quality standards. The TMDL will also identify all potential 
‘or suspected pollatant sources in the Watershed and distribute the allowable pollutant loads among 
those various sources. When developed, the Strother Creck TMDL will use the most current and 
available data. For this reason the final TMDL may present information dhat differs from that 
‘contained inthis information shee. 


‘Map of the Strother Creek Watershed 
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For more information call or write: 
Department of Natural Resources 

Water Protection Program ~ Watershed Protection Section 
P.O. Box 176 

Jefferson City. MO 65102-0176 

Ph: 1-800-361-4827 or 573-751-1300 

Fax: 573-526-6802 

Email: TMD1@dnemo,gov 

Progrisn Home Page: dino, gov/env/wppindex hum! 


